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GENERAL NOTES

10.

1.
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13.

14.

DO NOT SCALE DRAWINGS. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS PRIOR TO
PROCEEDING WITH THE WORK.

CONTRACTOR SHALL VERIFY EXACT SIZE, LOCATION AND QUANTITY OF ALL EXISTING HVAC, PLUMBING AND ELECTRICAL
EQUIPMENT AND PENETRATIONS.

CONTRACTOR SHALL COORDINATE SEQUENCING OF THE WORK WITH THE OWNER.

AT MEMBRANE REROOFING AREAS, REMOVE EXISTING METAL COPING AT MAIN ROOF PARAPETS, TERMINATION BARS AT
LOWER ROOF, MEMBRANE FLASHINGS, MEMBRANE ROOFING, ROOF INSULATION, ANY SECONDARY ROOFING MATERIALS,
AND CINDER FILL DOWN TO THE EXISTING SLOPED CONCRETE ROOF DECK. EXISTING ROOFING MATERIALS TO BE REMOVED
IS BELIEVED TO CONSIST OF. 060 EPDM MEMBRANE ON TWO LAYERS OF 2" RIGID INSULATION OVER ORIGINAL BUILT UP
ROOFING ON CINDER FILL USED TO CREATE TAPERED ROOF DRAINAGE AREAS - SEE ROOF PLAN. REPLACE ANY EXISTING
DAMAGED OR DETERIORATED WOOD BLOCKING WITH NEW TREATED WOOD BLOCKING TO MATCH EXISTING. INSTALL NEW
VAPOR BARRIER, ADHERED RIGID INSULATION (5.2" R-30 MINIMUM, MULTIPLE LAYERS, STAGGERED JOINTS, TAPERED
WHERE INDICATED ON ROOF PLAN OR WHERE REQUIRED), ADHERED 1/2" COVER BOARD, ADHERED MEMBRANE ROOFING,
AND ADHERED MEMBRANE FLASHINGS. INSTALL NEW METAL COPINGS AS DETAILED AND IN SIZES AS REQUIRED.

CONTRACTOR SHALL INCLUDE IN THE BASE BID AN ALLOWANCE OF $10,000 TO TEST FOR THE PRESENCE OF ASBESTOS
CONTAINING MATERIALS IN THE ORIGINAL BUILT-UP ROOFING AND FLASHING BELIEVED TO EXIST UNDER THE VISIBLE
MEMBRANE ROOFING AND REMOVAL AND DISPOSAL OF THE SAME IF FOUND TO BE PRESENT.

REFER TO SPECIFICATIONS FOR FURTHER DESCRIPTIONS OF WORK .

ANY NEW TAPERED ROOF INSULATION SHALL SLOPE 1/8" PER FOOT FOR OVERALL ROOF AREAS AND 1/4" PER FOOT
MINIMUM FOR CRICKETS TO PROVIDE POSITIVE SLOPE TO DRAINS.

AT REROOFING AREAS, PROVIDE TAPERED INSULATION CRICKETS AT THE HIGH SIDE OF ALL ROOF CURBS, ETC. TO PROVIDE
POSITIVE SLOPE TO DRAINS.

EXTEND ALL EXISTING VENT PIPES AND EQUIPMENT CURBS WHERE REQUIRED TO MAINTAIN 8" MINIMUM EXTENSION ABOVE
NEW ROOFING ELEVATION.

AT MEMBRANE REROOFING AREAS, REMOVE EXISTING ROOF DRAINS AND PROVIDE NEW ROOF DRAINS WHERE INDICATED
AND IN SIZES AS REQUIRED.

NEW ROOFING MATERIALS AND ACCESSORIES SHALL BE INSTALLED AS PER MANUFACTURERS RECOMMENDATIONS AND
REQUIREMENTS.

NEW METAL COPINGS SHALL BE FACTORY FINISHED IN COLOR TO BE SELECTED BY THE ARCHITECT AND SHALL HAVE
FACTORY MITERED/WELDED CORNERS.

EXISTING THRU-WALL SCUPPER AND DOWNSPOUT TO REMAIN AT LOWER ROOF.

TOILET FACILITIES WILL NOT BE PROVIDED IN THE BUILDING. CONTRACTOR TO PROVIDE TEMPORARY FACILITIES FOR ALL
WORKERS.

ROOF PLAN LEGEND

- NEW TAPERED INSULATION. SLOPE 1/8" PER FOOT MINIMUM U.N.O. (1/4" PER FOOT MINIMUM FOR CRICKETS) TO
PROVIDE POSITIVE SLOPE TO ALL DRAINS

- EXISTING ROOF TOP EQUIPMENT FOR HVAC, PLUMBING AND/OR ELECTRICAL
- DIRECTION OF EXISTING STRUCTURAL ROOF SLOPE (DOWN)

- DIRECTION OF NEW TAPERED INSULATION ROOF SLOPE (DOWN)
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