WILLOW CREEK DAM REMOVAL PLAN

ONTELAUNEE TOWNSHIP, BERKS COUNTY, PENNSYLVANIA

PROPERTY OWNER:

READING AREA WATER AUTHORITY
108 BERKLEY ROAD
READING, PA 19605

PROJECT SPONSOR:

CITY OF READING
503 NORTH 6TH STREET
READING, PA 19601

NOTES:

LIDAR TOPOGRAFPHIC DATA OBTAINED FROM PENNSYLVANIA

SPATIAL DATA ACCESS (PASDA) PA

410024 7OPAS_CONT.(HTTP.//WWW.PASDA.PSU.EDU/)

NEL

SUPPLEMENTED WITH AECOM FIELD TOPOGRAPHIC SURVEY

PERFORMED ON JULY 21, 2017.

FEBRUARY 2018
PADEP DAM ID: 06-012

DAM SITE ~ |

B 0

LOCATION MAP

SCALE: 1° =3000F
USGS QUAD: TEMPLE. PA

CONTACTS:

PENNSYLVANIA DEPARTMENT OF ENVIRONMENTAL PROTECTION

SOUTH-CENTRAL REGIONAL OFFICE
908 ELMERTON AVENUE
HARRISBURG, PA 17110

BERKS COUNTY CONSERVATION DISTRICT

1238 WELFARE ROAD, SUITE 200
LEESPORT, PA 19533

NOT ALL UTILITIES ARE SHOWN

THE LOCATION OF ALL UTILITIES (ABOVE OR BELOW GROUND)

SHEET INDEX SHOWN ON THESE DRAWINGS ARE APPROXIMATE & WERE
OBTAINED FROM USGS TOPO MAPS ANDIOR UTILITY OWNERS. URS
CORP, DOES NOT GUARANTEE THAT LOCATION SHOWN ON THE
SHEET DESCRIPTION NO. DRAWINGS ARE CORRECT. IT SHALL BE THE RESPONSIBILITY OF
THE CONTRACTOR TO DETERMINE LOCATIONS OF EXISTING
5 COVER SHEET 1 UTILITIES (ABOVE OR BELOW GROUND) & TO NOTIFY THE
RESPECTIVE UTILITY OWNERS BEFORE BEGINNING CONSTRUGTION
2 EXISITNG SITE PLAN 2
3 ELS PLAM [ PROPOSED SITE PLAM 3 CALL BEFORE YOU DIG!
PENNSYLVANIA LAW REQUIRES
4 LONGITUDINAL PROFILE 4 3 WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND 10 WORKING DAYS IN DESIGN STAGE - STOP CALL
5 EXISTING AND PROPOSED CROSS SECTIONS 5 PENNSYLVANIA ONE CALL SYSTEM INC.
1-800-242.1778
6 DETAILS "
DESIGN ONE CALL SERIAL NO.: 20171983039
LIST OF UTILITIES
ATET ATLANTA ONTELAUNEE TOWNSHIP
BLUCEEYE PARTMERS ONTELAUNEE TOWNSHIP MUNICIPAL
COMCAST CABLE COMMUNICATIONS INC AUTHORITY
FROMNTIER COMMUNICATIONS SOLUTIONS READING AREA WATER ALTHORITY
LEESPORT BORDOUGH AUTHORITY LG UTILITIES IMC
LEESPORT BOROUGH WATER AUTHORITY
METROPOLITAN EDISON CO/FIRST ENERGY
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NOTES:
1) LIDAR TOPOGRAPHIC DATA OBTAINED FROM PEMNSYLVAMNLA SPATIAL DATA

ACCESS [PASDA) PANEL 410024TOPAS CONT.(HTTPWWW.PASDA PSLUEDUY
SUPPLEMENTED WITH AECOM FIELD TOPDGRAPHIC SURVEY PERFORMED ON
JULY 21, 2017.

2) BACKGROUND IMAGERY OBTAINED FROM AUTODESK ONLINE MAPPING,
BASED ON USGS EARTHSTAR GEDGRAPHICS 510 @ 2017 MICROSOFT
CORPORATION.

3) ROAD INFORMATION SHOWMN OETAINED FROM PENNDOT TYPE § MAP FOR
ONTELAUMEE TOWNSHIP, DATED DECEMBER 11, 2012,

4) HOREZONTAL CONTROL, PENMEYLWVANLA STATE PLANE SOUTH ZOME (NADB3)

) VERTICAL CONTROL, HORTH AMERICAN VERTICAL DATUM (NAVDES)
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GENERAL NOTES CONSTRUCTION SEQUENCE:

EROSION AND SEDIMENT CONTROL PLAN NOTES
1) THE CONTRACTOR MUST CALL PA ONE-CALL (1-800-242-1776) AT LEAST 1) INSTALL ROCK CONSTRUCTION ENTRAMCE A% SHOWN ON PLANS AND
THREE (), BUT NOT MORE THAN TEN (10) BUSINESS DAYS FRIOR TO INSTALL ALL EROSION AND SEDMMENT CONTROL MEASURES. | NMOTIFY BERKS COUNTY COMSERVATION DISTRICT

BEGINNING ON-SITE WORK. CONSTRUCT TEMPORARY ACCESS ROAD UPSTREAM OF THE DAM  (610.372-4657) AT LEAST 7 DAYS PRIOR TO THE INITLATION OF
| 2)THE PROJECT IS LOCATED OM PROPERTY OWNED BY THE READING ALOMG THE SOUTH STREAM BANEK. WORE. CONTACT THE PENNSYLVANIA ONE CALL SYSTEM
. AREA WATER AUTHORITY (RAWA). CONSTRUCTION ACCESS REQUIRES ) BEGIN REMOVING SEDIMENT BEWTEEN DAM AND BERKLEY ROAD AND  (1.800.242-1776) AT LEAST 3 WORKING DAYS PRIOR TO THE
CODRDIANTION WITH RAWA AT 610-$06-6334, PLACE IN TEMPORARY ﬂﬂCP:P":‘H_E AREA A5 MEEDED TO DRY. IF  [NITIATION OF WORE.
J)CLEARLY MARK AND PROTECT ALL UTILITIES WITHIN THE WORK CONIHTIONS ALLOW, SEINMENT CAN BE PLACED IN FINAL DESIGNATED 3 ALL WORE SHALL BE CONDUCTED [N ACCORDANCE WITH THE
\ ABREA. SEDIMENT FILL AREA SHOWN ON THE FLAN, APPROVED EROSION AND SEDIMENT CONTROL PLAN.
4 AYCONTRACTOR WILL REQUIRE THE USE OF COMSTRUCTION MATS TO  3) BEGIN FHASED BREACH OF DAM AND LOWER TO ELEVATION 162 MSL. 3 THE APPROVED EROSION AND SEDIMENT COMTROL PLAM MUST
GAIN ACCESS TO THE IMPOUNDMENT FOR REMOVIMNG SEDIMENT. COMTINUE REMOYING SEDIMENT AS IT MOBILIZES FROM UPSTREAM. BE AVAILABLE AND OM-SITE AT ALL TIMES,
S)ALL WORK [5 TO BE CONDUCTED DURING PERIODS OF NORMAL TO TEMPORARILY STOCKFILE ROCK RUBBLE FROM DAM FOR USE IN 4 [MMEDIATELY UPON DISCOVERING UNFORESEEN
LOW FLOW, AS DETERMINED BY THE SITE ENGINEER. STREAM BAME STABIZATION, CIRCUMSTANCES WiTH POTENTIAL FOR ACCELERATED
63 ALL REFUELING AMD BQUIPMENT MAINTENANCE WILL OCCUR IN THE  4)AS CONDITIONS ALLOW, CONTINUE PHASED BREACH AT ONE FOOT  BROSION ANIVOR SEDIMENT POLLUTION. THE OPERATOR
v DESHGMATED MATERIAL AND BQUIFMENT LAYDOWRN AREA. INTERVALS UNTIL TOTAL BREACH |5 ACHIEVED, CONTINUE REMOVING  sHALL IMPLEMENT APPROPRIATE BEST MANAGEMENT
THOOMETRUCTION VEHICLES AND EQUIPMENT WILL BE FREE OF FLUID SEDEMENT AS IT MOBILIZES TOWARDS DAM. FRACTICES,
LEAKS AND BE PROPERLY MAINTAINED, SHWHEN CONDITIONS ALLOW, REMOVE ALL SEDIMENT FROM 3 THE QOPERATOR SHALL ASSURE THAT AN APFROVED EROSION
o B)THE CONTRACTOR SHALL PROCEED [N ACCORDANCE WITH THE TEMPORARY STOCKPILE AND FLACE IN THE DESIGNATED SEDIMENT  AND SEDIMENT CONTROL PFLAN 1S BEING IMPLEMENTED FOR
COMNSTRUCTION SEQUENCE. ANY DEVIATION FROM THE SEQUENCE FILL AREA ALL SOIL ANDVOR ROCE SPOLL AND BORREOW AREAS,
MUST BE AUTHORIZED BY THE SITE ENGINEER. £ REMOVE ADDITIONAL [MPOUNDED SEDIMENT ALONG LEFT BANE  REGARDLESS OF LOCATION.
HSTREAM BANES ARE REFEREED T(r AS LEFT AND RIGHT FROM A VIEW BEWTEEN THE DAM AND BERKLEY ROAD TO CREATE FLOODPLAIN g ALL EARTH DISTURBANCE ACTIVITY SHALL PROCEED IN
f FERSFECTIVE LODEING DEOWNETREAM, BENCH. AQCORDAMNCE WITH THE CONSTUCTION SEQUENCE.
, I0) REMNANTS OF THE DAM SHALL BE LEFT IN PLACE FOR HISTORIC  TH)OOMPLETE FINAL CHANNEL GRADING AND [NSTALL ROCE RUBBLE 7 THE OPERATOR SHALL INSPECT ALL EROSION CONTROL BMPS
INTERPRETATION. ALONG NEWLY EXCAVATED CHANNEL. COMPLETE FINAL GRADING OF  WEEKLY AND AFTER EACH RUNOFF EVENT. [F BMPS FAIL TO
SEDIMENT FILL AREAS, FERFORM AS EXPECTED, MODIFICATIONS OF REPLACEMENT
CONSTRUCTION NOTES E)STABLIZE ALL DISTURBED AREAS WITH SEED AND MULCH AND  BMPS SHALL BE IMPLEMENTED.
REMOVE TEMPORARY CONTRLUICTION ENTRANCE. 8. HSTURBED AREAS WILL BE CONSIDERED STABILIZED WHENM A
I} SEDIMENT SHALL BE REMOVED FROM THE SOUTH SHORELINE TO THE UNIFORM 70% VEGETATIVE COVER OF EROSION RESISTANT
T EXTENT FRACTICAL FRIOR TO INITIATING PHASED BREACH OF DAM, FEREMMIAL SPECIES HAS BEEM ACHIEVEID.
| 2 REMONVAL OF TREES AND SHELUBS WILL BE MINIMIZED AND WILL BE AT 9. THE OFERATOR SHALL REMOYE FROM THE SITE, RECYCLE, OR
| THE DIRECTION OF THE SITE ENGINEER. MSPOSE OF ALL BUILDIMNG MATERIALS AND WASTES IN
\ : IJAT THE DIRECTION OF SITE ENGINEER, WOODY DEBRIS SHALL BE ACCORDANCE WITH THE PA DEFARTMENT OF
’ ' " - e e i ¢ S UTILIZED TO ENHARCE AQUATIC HABITAT. ENVIRONMENTAL PROTECTIONS SOLID WASTE MANAGEMENT
TR v w3, RO VI Y F | s | R - ; I $)STONE AND ROCK RUBBLE FROM THE DAM SHALL BE UTILIZED FOR REGULATIONS AT 25 PA CODE 2801 ET SEQ. 271.1 ET SEQ., AND
a A e [ _ P . o BANE STABILIZATION ANDMOR TO FILL THE SCOUR POOL BELOW THE 2%7.1 ET SEQ. THE CONTRACTOR SHALL NOT ILLEGALLY BURY,
" DHAML DUME, OR DISCHARGE ANY BUILDING MATERLIALS OR WASTES
! 5)CONTRACTOR SHALL WORE AT CONTROLLED PACE AT THE DIRECTION AT THE SITE
/ OF SITE ENGINEER TO MINIMEZE TURBIDITY,
,/ £)OMNCE THE PHASED BREACH HAS BEEN INITIATED, SEDIMENT SHALL BE
REMOVED REGULARLY TO PREVENT MOBILIZATION DOWNSTREAM.
/ o @
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TYPICAL CROSS SECTION DETAIL (0495 TO 2+30)
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\ NOTES: : : SO R \_
S 1. PLACE EROSION CONTROL BLANKET ON SLOPES AT OR STEEPER THAN 3:1. - e e
0+00 0+50 1+00 1+20 Saction A-A | 2. PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING ANY NECESSARY R
STATION bl e, . APPLICATION OF LIME, FERTILIZER, AND SEED. EROSION BLANKET MATERIAL TO BE
. USED IN TEMPORARY BYPASS CHANNEL IS TO MEET EAST COAST EROSION BLANKET
FULL SIZE (22" x 34" INSTALLATION: COMPANY ECS-2 OR EQUIVALENT MATERIAL, CONSTRUCTION, AND SPECIFICATIONS.
(22" x = ) 1. STONE SIZE - AASHTO #1 ROCK. 3. BEGIN AT THE TOP OF THE SLOPE BY ANCHORING THE BLANKET IN A 6" (15CM) DEEP WELL
SCALE = 1":20'H; 1" : 10V 2. LENGTH - AS REQUIRED, BUT NOT LESS THAN 50 FEET (EXCEPT ON A X 6° (15CM) WIDE TRENCH WITH APPROXIMATELY 12" (30CM) OF BLANKET EXTENDED VEGETATED VEGETATED HOSE TO BE INSERTED
SINGLE RESIDENGE LOT WHERE A 30 FOOT MINIMUM LENGTH WOULD BEYOND THE UP-SLOPE PORTION OF THE TRENCH. ANCHOR THE BLANKET WITH A GRASSY AREA ikl prerbldards o
, : APPLY) ROW OF STAPLES/STAKES APPROXIMATELY 12" (30CM) APART IN THE BOTTOM OF THE o R
HORIZ SCALE: 20° 10° O 20" 3. THICKNESS - NOT LESS THAN EIGHT (8] INCHES. TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING. APPLY SEED TO AND SECURELY
I S— &  WIDTH - TWENTY (20) FOOT MIN., BUT NOT LESS THAN THE FULL WIDTH AT | COMPAGTED SOIL AND FOLD REMAINING 12" (30CM) PORTION OF BLANKET BACK FASTENED WITH
e ST = : POINTS WHERE INGRESS OR EGRESS OCCURS. . OVER SEED AND COMPACTED SOIL. SECURE BLANKET OVER COMPACTED SOIL WITH METAL CLAMPS
LB 1 10 5. FILTER CLOTH - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO | A ROW OF STAPLES/STAKES SPACED APPROXIMATELY 12° (30CM) APART ACROSS THE
PLACING OF STONE, IF SOIL IS SOGGY. FILTER CLOTH WILL NOT BE WIDTH OF THE BLANKET.
HALF SIZE (11" x 17" REQUIRED ON A SINGLE FAMILY RESIDENCE LOT. 4. ROLL THE BLANKETS (A.) DOWN THE SLOPE. BLANKETS WILL UNROLL WITH PLAN VIEW
SCALE = 1" : 40'H: 17 - 20'V 6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD APPROPRIATE SIDE AGAINST THE SOIL SURFACE. ALL BLANKETS MUST BE FLAN VIEVY
I CONSTRUCTION ENTRANCES SHALL BE PIPED ACROSS THE ENTRANCE IF SECURELY FASTENED TO SOIL SURFACE BY PLACING STAPLES/STAKESIN
PIPING IS IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL BE SFF#DFRI%ET Lﬂﬂhﬂﬂhlg #‘fp ?Eﬁ;’%‘ IN THEHSJSEE?E%E ?_HIDE. WHE;:IE LIJ_fs'ljr»::G
PREMITTED. ONAL DOT SYSTEM , AKES ROUGH
PROPOSED CONSTRUCTION BREACH (TYP) THE COLORED DOTS CORRESPONDING TO THE APPROPRIATE STAPLE PATTERN, DISCHARGE HOSE
VIEW FACING UPSTREAM MAINTENANCE: 5. THE EDGES OF PARALLEL BLANKETS MUST BE STAPLED WITH APPROXIMATELY 2°-5° =1
1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL (5CM-12.5CM) OVERLAP DEPENDING ON BLANKET TYPE. TO ENSURE PROPER SEAM ks /— A ERn CLAM
PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PAVEMENT, THIS ALIGNMENT, PLACE THE EDGE OF THE OVERLAPPING BLANKET (BLANKET BEING S
MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STOME AS INSTALLED ON TOP) EVEN WITH THE COLORED SEAM STITCH ON THE PREVIOUSLY GRASSY I
- s CONDITIONS DEMAND AND REPAIR AND/OR CLEANOUT OF ANY MEASURES INSTALLED BLANKET. AREA L)
USED TO TRAP SEDIMENT. THE SPECIFIED STONE THICKNESS SHALL BE 6. CONSECUTIVE BLANKETS SPLICED DOWN THE SLOPE MUST BE PLACED END OVER Al ol
GEMERAL CONSTRUCTION NOTES: CONSTANTLY MAINTAINED BY ADDING ROCK. A STOCK PILE OF STONE END (SHINGLE STYLE) WITH AN APPROXIMATE 3" (7.5CM) OVERLAP. STAPLE \ WEANES _/%6*1{*&' U
- I R =R SHALL BE MAINTAINED ON THE SITE FOR THIS PURPOSE. ALL SEDIMENT mueH OVERLAPPED AREA, APPROXIMATELY 12" (30CM) APART ACROSS ENTIRE A INTAKE HOSE
1. PRIOR TO START OF RESTORATION WORK, INSTALL ALL IDENTIFIED PERIMETER E&S CONTROLS IN ACCORDANCE WITH THE R S L s SRR e g s G BEL VI ELEVATION VIEW
STANDARDS IDENTIFIED IN THE 2012 PENNSYLVANIA EROSION AND SEDIMENT CONTROL MANUAL. WORKING DAY. WASHING OF PAVEMENT IS NOT PERMITTED UNLESS SUPPLEMENTAL NOTES: S ik N
2. MAINTAIN INSTALLED PERIMETER E&S CONTROLS IN ACCORDANCE WITH THE REQUIREMENTS IDENTIFIED IN THE 2012 RUNOFF GOES TO A SEDIMENT TRAPPING MEASURE. *IN LODSE SOIL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6"
PENNSYLVANIA EROSION AND SEDIMENT CONTROL MANUAL. 2. WASHING - WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT PRIOR TO (15CM) MAY BE NECESSARY TO PROPERLY SECURE THE BLANKETS.
3. SPREAD TOPSOIL AT A MINIMUM DEPTH OF 6 INCHES ACROSS ALL DISTURBED AREAS TO BE SEEDED. ADD FERTILIZER/SOIL EHITE-ISH Gﬂﬂgﬂtﬂﬁ SITE. WHEN WASHING IS HEEUEFEE. g ﬁdl-%'i E‘E ;f%ﬁgé TﬁErEERTﬂHsE F;:NE?H.HPPLIGSEI%MS h"IJCAgJ EETEHBE%;J M'ﬁﬁﬂ&éﬁg‘mn
AMENDMENTS AND SEED ALL DISTURBED AREAS. REFER TO TABLE 1. DON STABILIZED WITH STONE AND WHICH DRAIN | : TRACT RAG CON NOTES:
4. FERTILIZATION/SOIL SUPPLEMENT RATES SHALL MATCH THE RATES IDENTIFIED IN TABLE 1 UNLESS SOIL SAMPLES ARE APPROVED SEDIMENT TRAPPING DEVICE. | MANUFACTURER INSTALLATION PROCEDURES FOR STAFLE SPACING AND
ANALYZED FOR THE ACTUAL REQUIRED RATES % Pemuné%mspgcﬂm; o 'éfr'éﬁ'-f-n PNTENARICE SHALL BE PROVIDED | | “CTBFTRISTION. 1. LOW VOLUME FILTER BAGS SHALL BE MADE FROM NON-WOVEN GEOTEXTILE MATERIAL SEWN WITH HIGH
: AFTER EACH PRECIPITAI : . .
CONTROL MANUAL. ROCK CONSTRUCTION ENTRANCE THAN 150 MICRONS. HIGH VOLUME FILTER BAGS MAY BE MADE FROM WOVEN GEOTEXTILES THAT MEET THE
8. SEED THE DISTURBED AREAS USING THE SEED MIXTURE IDENTIFIED IN TABLE 2 UNLESS SPECIFIED BY THE OWNER. N.T.5. FOLLOWING STANDARDS:
7.  APPLY SEED MIXTURES IN ACCORDANCE WITH THE 2012 PENNSYLVANIA EROSION AND SEDIMENT CONTROL MANUAL. NTS.
8. UPON STABILIZATION OF ALL DISTURBED AREAS (70% VEGETATION), REMOVE PERIMETER E&S CONTROLS. =t s
8. HYDROSEED WITH OWNERS WRITTEN APPROVAL. THIS INCLUDES SUPPLEMENT APPLICATIONS AND MUST BE PART OF PROPERTY TEST METHOD MINIMUM STANDARD
CONTRACTORS PROPOSAL. COMPOST XrFE . AVG, WIDE WIDTH STREMGTH |
10. ALL TOPSOIL AREAS LESS THAT 3:1 SLOPE MUST BE CULTIMULCHED WITH OWNERS APPROVED EQUIPMENT TO BE FILTER S0CK WOOD STAKE NOTES: : AFTN Eraecs 20 5
DRAGGED BEHIND WHEELED EQUIPMENT. , 1. COMPOST FILTER SOCK SHALL BE PLACED AT EXISTING LEVEL GRADE. BOTH ENDS BRAETEIEILE ASTM D-4032 20518
11. ALL TOPSOILED AREAS GREATED THEN 3:1 SLOPES MUST BE TRACKED WITH TRACKED EQUIPMENT AND HYDROSEEDED Ll OF THE SOCK SHALL BE EXTENDED AT LEAST 8 FEET UP SLOPE AT 45 DEGREES TO PUNCTURE ASTM D-4833 FETT
WITH FLEXTERRA OR APPROVED EQUAL OR MUST USE EROSION CONTROL MATTING. DISTURBED : THE MAIN SOCK ALIGNMENT.
12. ALL DISTURBED AREAS MUST BE STABILIZED WITHIN 72 HOURS OF COMPLETION. FLOW  AREA UNDISTURBED MULLEN BURST ASTM D-3786 350 psi
e 2. TRAFFIC SHALL NOT BE PERMITTED TO CROSS FILTER SOCKS. UV RESISTANCE ST D4355 T0%
— 3. ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT REACHES % THE ABOVE ADS % RETAINED ASTM D-4751 80 SIEVE
TABLE 1 TABLE 2B iR G&%ﬁE ;grﬁm OF THE SOCK AND DISPOSED IN THE MANNER DESCRIBED
E IN THE PLAN.
PERMANENT SOIL SUPPLEMENTS RATES FLAT AREA SEED MIX FOR DE-COMPACTED ¥ 2. A SUITABLE MEANS OF ACCESSING THE BAG WITH MACHINERY REQUIRED FOR DISPOSAL PURPOSES MUST
= PAD AREA SECTION VIEW 4, SOCKS SHALL BE INSPECTED WEEKLY AND AFTER EACH RUNOFF EVENT. DAMAGED BE PROVIDED. FILTER BAGS SHALL BE REPLACED WHEN THEY BECOME % FULL. SPARE BAGS SHALL BE KEPT
SUPPLEMENTS SEED RATES SOCKS SHALL BE REPAIRED ACCORDING TO MANUFACTURER'S SPECIFICATIONS OR AVAILABLE FOR REFLAGCEMENT OF THOSE THAT HAVE FAILED OR ARE FILLED. IT IS RECOMMENDED THAT BAGS
AGRICULTURAL LIME 2 TONSIAGRE SRR L REPLACED WITHIN 24 HOURS OF INSPECTION. BE PLACED ON STRAPS TO FACILITATE REMOVAL.
10-20-20 FERTILIZER 210 LBS/ACRE BIRDSFCOT TREFOIL 10 LBSIACRE
e BULCHING TALL FESCUE e pitile &/ 5. BIODEGRADABLE FILTER SOCK SHALL BE REPLACED 3. BAGS SHALL BE LOCATED IN WELL-VEGETATED (GRASSY) AREA, AND DISCHARGE ONTO STABLE, EROSION
X, / AFTER 8 MONTHS; PHOTODEGRADABLE SOCKS AFTER 1 YEAR. POLYPROPYLENE RESISTANT AREAS. WHERE IT IS NOT POSSIBLE, A GEOTEXTILE UNDERLAYMENT AND FLOW PATH SHALL BE
SUPPLEMENTS RATES AREA & SOCKS SHALL BE REPLACED ACCORDING TO  MANUFACTURER'S PROVIDED. BAGS MAY BE PLACED ON FILTER STOME TO INCREASE DISCHARGE CAPACITY. BAGS SHALL NOT BE
MULCH 3 TONSIACRE 3 RECOMMENDATIONS. PLACED ON SLOPES GREATER THAN 5%. FOR SLOPES EXCEEDING 5%, CLEAN ROCK OR OTHER NON-ERODIBLE AND
TABLE 2C § NON-POLLUTING MATERIAL MAY BE PLACED UNDER THE BAG TO REDUCE SLOPE STEEPNESS.
e SEE SRR 6. UPON STABILIZATION OF THE AREA TRIBUTARY TO THE SOCK, STAKES SHALL BE
TABLE 2A NURSE CROPS REMOVED. THE SOCK MAY BE LEFT IN PLACE AND VEGETATED OR REMOVED. IN THE 4. NO DOWNSLOPE SEDIMENT BARRIER IS REQUIRED FOR MOST INSTALLATIONS., COMPOST BERM OR COMPOST
LATTER CASE, THE MESH SHALL BE CUT OPEN AND THE MULCH SPREAD AS A SOIL FILTER SOCK SHOULD BE INSTALLED BELOW BAGS LOCATED WITHIN 50 FEET OF RECEIVING STREAM OR WHERE
——HAY FIELD SEED MIX FOR DISTURBED AREAS BEYOND | |SEASON CROP SUPPLEMENT. Gﬁasnslg AREA ﬁ NOT AVAILABLE. A COMPOST BERM OR COMPOST FILTER SOCK SHALL BE PLACED BELOW ANY
R.
DE-COMPACTED PAD FALL 30 LBS/ACRE (WHEAT) WEws i BAG DISCHARGING TO A SPECIAL PROTECTION SURFACE WATE
SEED BT thEs SPRING 30 LBS/ACRE (OATS) m&ﬂﬁ; L CENTERS MAX 5. THE PUMP DISCHARGE HOSE SHALL BE INSERTED INTO THE BAGS IN THE MANNER SPECIFIED BY THE
=== i MANUFACTURER AND SECURELY CLAMPED. A PIECE OF PVC PIPE IS RECOMMENDED FOR THIS PURPOSE.
ALFALFA 7 LBS/ACRE PLAN VIEW §. THE PUMPING RATE SHALL BE NO GREATER THAN 750 GPM OR X THE MAXIMUM SPECIFIED BY THE
T T MANUFACTURER, WHICHEVER IS LESS. PUMP INTAKES SHOULD BE FLOATING AND SCREENED.
TIMOTHY 4 LBS/ACRE
7. FILTER BAGS SHALL BE INSPECTED DAILY. IF ANY PROBLEM IS DETECTED, PUMPING SHALL CEASE
WHITE CLOVER 3 LBS/ACRE COMPOST FILTER SOCK DETAIL IMMEDIATELY AND NOT RESUME UNTIL THE PROBLEM IS CORRECTED.
N.T.S.
BIRDSFOOT TREFOIL 2 LBS/ACRE
PUMPED WATER FILTER BAG DETAIL
N.T.S.
STABILIZATION DURING NON-GROWING SEASONS:
ALL CONSTRUCTION SHOULD BE PLANNED FOR COMPLETION WITHIN THE RECOMMENDED DATES FOR THE APPLICATION OF
PERMANENT SEEDING AND ESTABLISHMENT OF A PERMANENT VEGETATIVE COVER, HOWEVER, WHEN CONSTRUCTION MUST BE DONE
AND IS COMPLETED DURING A NON-GROWING SEASON (WINTER TIME, ETC.), TEMPORARY STABILIZATION BMPs MUST BE IMPLEMENTED
AND ADEQUATELY MAINTAINED. THE APPLICATION OF STRAW MULCH AT THE RATE OF THREE (3) TONS PER AGRE IS RECOMMENDED.
THE BMPs SHOULD BE CHECKED WEEKLY (UNLESS SNOW COVERED) TO IDENTIFY AREAS THAT BECOME BARE. THESE BARE AREAS
SHOULD BE COVERED WITH A PROPERLY INSTALLED EROSION CONTROL MATTING OR MULCH.
ALL TEMPORARY EROSION AND SEDIMENT POLLUTION CONTROLS MUST BE MAINTAINED UNTIL 70% PERENNIAL VEGETATIVE COVER IS
ACHIEVED,
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